
WWW.VIRAGOVALVES.NL

Y-Filter Ludemann 
D.01.ST.15

Size:
House:
Screen material:
Connection:
Pressure class:

DN1/2” ... DN10” 
Cast steel A216 WCB
AISI 316 stainless steel
Flanged ANSI
150 Lbs

DN L H Ø Screen 
(mm)*

Weight (kg) Article number 
Ludemann**

1/2” 120 137 2.00 0.50 0206535001200
3/4” 140 137 2.00 1.50 0206535003400
1” 150 114 2.00 3.00 0206535004400

1 1/2” 190 225 2.00 5.00 0206535006400
2” 203 160 0.75 12.00 0206535000200

2 1/2” 216 190 0.75 15.00 0206535001200
3” 241 210 1.20 21.00 0206535000300
4” 292 270 1.20 32.00 0206535000400
6” 406 375 1.20 54.00 0206535000600
8” 495 470 1.20 114.00 0206535000800

10” 533 460 2.20 207.00 0206535001000

* Fine screen in all sizes mesh size 0.25 mm, free screen passage 37%
** For orders with special screen: Article no.+ mesh size
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Y-Filter Ludemann 
D.01.ST.15

DN L1 D1 Fo KVS1 KVS2 Zet1 Zet2 ØG ØR P D B

1/2” 60 20 39% 2.70 2.50 2.14 2.5 36 29 2 - 150
3/4” 55 24 39% 8.80 7.10 3.25 5.03 43 34 2.5 - 150
1” 87.45 29 38% 16.9 15.5 2.14 2.55 48 39 2.5 - 185

1 1/2” 100 43 38% 38 33.2 2.83 3.67 63 54 2 - 213
2” 130 55 38% 56.00 47.50 3.11 4.36 80 60 3 98x98 325

2 1/2” 130 68 38% 89.00 72.70 3.51 5.28 85 72 3 111x111 325
3” 145 83 36% 127.00 96.80 4.02 6.90 100 85 3 136x136 365
4” 180 105 36% 200.00 167.00 3.92 5.63 130 112 3 Ø 194 450
6” 240 155 36% 494.00 389.00 3.26 5.26 180 160 3 Ø 264 600
8” 290 205 36% 675.00 570.00 5.50 7.60 230 210 3 Ø 290 750

10” 340 245 36% - - - - 275 255 3.0 - 678
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Connection dimensions
Face to face (mm)
Heart line to bottom filter house (mm)
Mesh size normal screen (mm)
Screen height (mm)
Ø screen (mm)
Screen passage normal screen (mm)
KVS value normal screen (m3/h)
KVS value fine screen (m3/h)
Zeta value normal screen
Zeta value fine screen
Cover flang outside sealing dimensions (mm)
Cover flange inside sealing dimensions (mm)
Cover flange seal dimensions thickness (mm)
Dimensions of cover flange
Screen installation (mm)

Do you have a question?
Call Virago Valves BV
+31 36 547 0583


