Art. 610 VALVOLE A RITEGNO SERIE ANSI 600
Swing Check valves series ANSI 600

DN |LRF|LIRIJL2BW| H [ HL | vV

2" 11%|11% 11% 8,00
50 292 | 295 @ 292 | 203
2" 13,00 13 % 13,00 8%
65 330 @ 333 @ 330 213
3" 114,00 14 ' 14,00 9,00
80 356 | 359 @ 356 @ 229
4" 17,00 17 % /17,00 11,50
T 100 | 432 @ 435 | 432 | 292
6" 22,00 22 % 22,00 13,00
150 559 | 562 @ 559 | 330
8" 126,00 26 & 26,00 15,00
200 660 | 664 @660 | 381
10" 31,00 31% 31,00 17 %
250 787 791 787 451
12" 33,00 33 % 33,00 19,00
300 838 | 841 @ 838 | 483
14" 35,00 35% 35,00 22 Y%
350 889 | 892 @ 889 | 576
16" 139,00 39 % 39,00 24,00
400 991 | 994 @ 991 @ 610
18" 43,00 43 % 43,00 28 %
450 | 1092 @ 1095 1092 @730
20" 47,00 47 ¥4 47,00 32,00
500 | 1194 1200 @ 1194 @813
POS DENOMINAZIONE - Part list MATERIALI - Materials 24" 55,00 55 % 55,00 35 %2
1 |CORPO Body ASTM A216 WCB 600 | 1397 | 1407 | 1397 @ 900
2 |COPERCHIO Bonnet ASTM A216 WCB -
3 |SEDE Seat ring ASTM A182 F.6 26" 57,00 57,00
4 |OTTURATORE Disc ASTM A182 F.6 650 | 1448 1448
5 [LEVA Hinge ASTM A216 WCB -
6 |RONDELLA Plate ASTM A182 F.6 28" 63,00 63,00
7 |DADO Nut ASTM A194 2H 700 1600 1600
8 [SPINOTTO Pin ASTM A182 F.6 -
9 [TIRANTI CORPO-COPERCHIO Bolt ASTM A 193 B7 30" 65,00 65,00
10 |DADI Nut ASTM A 194 2H 750 1651 1651
11 |GUARNIZIONE Gasket METAL ~
12 [TAPPO Plug ASTM A105 36" 82,00 82,00
ij 900 | 2083 2083
15 40" 91y, 91 Y4
16
= 1000 @ 2318 2318
18 42n
19
>0 1050
21 48"
22
5 1200
24 64!1
25
1600
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